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Interchangeable Design ■■■■■ Pin Hub — 1/4" Bores

ANTI-BACKLASH GEAR-24 PITCH — 3/16" Face Width ■■■■■ 20o Pressure Angle

Compact Design ■■■■■ Pin Hub — 1/4" Bores

ANTI-BACKLASH GEAR-24 PITCH — 3/16" Face Width ■■■■■ 20o Pressure Angle

Additional anti-backlash styles can be found
on other pages in this section

Additional anti-backlash styles can be found
on other pages in this section
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ANTI-BACKLASH GEAR-32 PITCH — 3/16" Face Width ■■■■■ 20o Pressure Angle

Interchangeable Design ■■■■■ Pin Hub — 1/4" Bores

ANTI-BACKLASH GEAR-32 PITCH — 3/16" Face Width ■■■■■ 20o Pressure Angle

Compact Design ■■■■■ Pin Hub — 1/4" Bores

Additional anti-backlash styles can be found
on other pages in this section

Additional anti-backlash styles can be found
on other pages in this section
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Interchangeable Design ■■■■■ Pin Hub — 1/8", 3/16", 1/4"  Bores

ANTI-BACKLASH GEAR-48 PITCH — .104" Face Width ■■■■■ 20o Pressure Angle

Compact Design ■■■■■ Pin Hub — 1/ 8", 3/16", 1/ 4"  Bores

ANTI-BACKLASH GEAR-48 PITCH — .104" Face Width ■■■■■ 20o Pressure Angle

Additional anti-backlash styles can be found
on other pages in this section

Additional anti-backlash styles can be found
on other pages in this section
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ANTI-BACKLASH GEAR-64 PITCH — .104" Face Width ■■■■■ 20o Pressure Angle

Interchangeable Design ■■■■■ Pin Hub — 1/8", 3/16", 1/4"  Bores

ANTI-BACKLASH GEAR-64 PITCH — .104" Face Width ■■■■■ 20o Pressure Angle

Compact Design ■■■■■ Pin Hub — 1/8", 3/16", 1/4"  Bores

Additional anti-backlash styles can be found
on other pages in this section

Additional anti-backlash styles can be found
on other pages in this section
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Interchangeable Design ■■■■■ Pin Hub — 1/8", 3/16", 1/4"  Bores

ANTI-BACKLASH GEAR-72 PITCH — .104" Face Width ■■■■■ 20o Pressure Angle

Compact Design ■■■■■ Pin Hub — 1/8", 3/16", 1/4"  Bores

ANTI-BACKLASH GEAR-72 PITCH — .104" Face Width ■■■■■ 20o Pressure Angle

Additional anti-backlash styles can be found
on other pages in this section

Additional anti-backlash styles can be found
on other pages in this section
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ANTI-BACKLASH GEAR-80 PITCH — .104" Face Width ■■■■■ 20o Pressure Angle

Compact Design ■■■■■ Pin Hub — 1/8", 3/16", 1/4"  Bores

ANTI-BACKLASH GEAR-96 PITCH — .104" Face Width ■■■■■ 20o Pressure Angle

Compact Design ■■■■■ Pin Hub — 1/8", 3/16", 1/4"  Bores

Additional anti-backlash styles can be found
on other pages in this section
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Miniature Design ■■■■■ Pin Hub — 3/16", 1/4"  Bores

ANTI-BACKLASH GEAR-24 PITCH — 3/16" Face Width ■■■■■ 20o Pressure Angle

Miniature Design ■■■■■ Pin Hub — 1/8", 3/16", 1/4"  Bores

ANTI-BACKLASH GEAR-48 PITCH — .104" Face Width ■■■■■ 20o Pressure Angle

20o Pressure Angle ■■■■■ Miniature Design ■■■■■ Pin Hub — 1/4"  Bores, 3/16"  Face Width

ANTI-BACKLASH GEAR-32 PITCH & 1/10th CIR. PITCH

Other size Bores available. Consult Factory. Additional anti-
backlash styles can be found on other pages in this section

Additional anti-backlash
styles can be found on
other pages in this section

Additional anti-backlash
styles can be found on
other pages in this section
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ANTI-BACKLASH GEAR-64 PITCH — .104" Face Width ■■■■■ 20o Pressure Angle

Miniature Design ■■■■■ Pin Hub — 1/8", 3/16", 1/4"  Bores

ANTI-BACKLASH GEAR-72 PITCH — .104" Face Width ■■■■■ 20o Pressure Angle

Miniature Design ■■■■■ Pin Hub — 1/8", 3/16", 1/4"  Bores

ANTI-BACKLASH GEAR-96 PITCH — .104" Face Width ■■■■■ 20o Pressure Angle

Miniature Design ■■■■■ Pin Hub — 1/8", 3/16", 1/4"  Bores

Material:
Gears — 303 Stainless Steel

2024-T4 Aluminum (Anodized Before Cutting)

Hubs — 303 Stainless Steel

Additional anti-backlash
styles can be found on
other pages in this section

Additional anti-backlash
styles can be found on
other pages in this section

Additional anti-backlash styles can be found on other pages in this section
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Pin Hub — 1/4"  Face Width ■■■■■ 1/4"  Bore ■■■■■ AGMA Quality No. 10

ANTI-BACKLASH PINION-24 & 32 PITCH 20o Pressure Angle

Pin Hub — 1/8"  Face Width ■■■■■ 1/8"  to 1/4"  Bore ■■■■■ AGMA Quality No. 10

ANTI-BACKLASH PINION-48, 64, 72 & 96 PITCH 20o Pressure Angle

Additional anti-backlash styles can be found
on other pages in this section

Additional anti-backlash styles can be found
on other pages in this section


