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Whether the application is to transfer motion or
transmit power, PIC Design has the complete range
of gearing needed to fulfill any application
requirement. Standard gears and assemblies are
available for operation on parallel and right-angle
shafts, linear motion applications can also be
satisfied.

PIC Design Gears — A Brief Overview

Spur Gears
Designed and manufactured to mount on
parallel shafts. Available in (inch)
Diametral Pitch and (metric) Modules.

Miter & Bevel Gears
Designed and manufactured to operate on
intersecting shafts positioned at a right angle.

Spiral Gears
Designed to operate at right angles with the
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pinion able to be mounted to mesh with any
part of the 360o of the gear.

Cluster Gears
Spur gears manufactured to be mounted on
a shaft and another gear to be mounted on
the cluster for use in multiple gear ratios in
a gear box.

Helical Gears
Designed with a 45o Helix angle to operate
on parallel or right angle shafts.

Anti-Backlash Gears
Two independent gears mounted to same
hub with a spring between the two
providing a constant full-tooth engage-
ment with the mating spur gear, thereby
eliminating backlash in the mesh. Available
in Spur, Worm and Miter Gears.

Differential
Used in application with one input shaft
driving two output shafts at right angles
to the input.

Worm & Worm Wheels
High ratios attainable in a single reduc-
tion with shafts at right angles to each
other in limited space.

Pinion Shafts
Designed to be either supported by
bearings or pressed into hollow shaft to
operate with spur gear mounted on
parallel shaft.

Racks
A gear with the teeth in a straight line,
which produces linear motion when
meshed with a circular spur gear.
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TECHNICAL SECTION
Tooth Proportions and Formulas for Spur Gears
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TOOTH-TO-TOOTH AND TOTAL COMPOSITE TOLERANCE
AGMA Standards for Inch, DIN Standards for Metric
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TECHNICAL SECTION
Table of Pitch Diameters
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SPUR GEAR INDEX
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For Cut Nylon and Delrin, See Pages 12-26 through 12-30.
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SPUR GEAR-20 PITCH — 3/8" Face Width ■■■■■ 20o Pressure Angle

Pin Hub — 3/8" Bore

SPUR GEAR 1/10th CIR. PITCH — 3/16" Face Width ■■■■■ 20o Pressure Angle

Pin Hub — 1/4" Bore

SPUR GEAR 1/10th CIR. PITCH — 1/4" Face Width ■■■■■ 20o Pressure Angle

AGMA Quality No. 13 ■■■■■ Pin Hub — 1/4" Bore
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SPUR GEAR-24 PITCH — 3/16" Face Width ■■■■■ 20o Pressure Angle
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Pin Hub — 3/16", 1/4" Bores

SPUR GEAR-24 PITCH — 3/8" Face Width ■■■■■ 20o Pressure Angle

Pin Hub — 3/8" Bore
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SPUR GEAR-24 PITCH — 1/8" Face Width ■■■■■ 20o Pressure Angle

Split Hub - 1/4" Bores — Hubless 3/8" Bore

For Gear Hubs See Pages 12-65 & 12-66
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SPUR GEAR-32 PITCH — 3/16" Face Width ■■■■■ 20o Pressure Angle
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Pin Hub — 3/16", 1/4" Bores

SPUR GEAR-32 PITCH — 3/8" Face Width ■■■■■ 20o Pressure Angle

Pin Hub — 3/8" Bore
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SPUR GEAR-32 PITCH — 1/8" Face Width ■■■■■ 20o Pressure Angle

Split Hub - 1/4" Bores — Hubless 3/8" Bore

For Gear Hubs See Pages 12-65 & 12-66
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SPUR GEAR-48 PITCH — 1/8" Face Width ■■■■■ 20o Pressure Angle
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Pin Hub — 1/8", 3/16", 1/4" Bores
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SPUR GEAR-48 PITCH — 3/16" Face Width ■■■■■ 20o Pressure Angle

Pin Hub — 3/16", 1/4" Bores
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SPUR GEAR-48 PITCH — 1/8" Face Width ■■■■■ 20o Pressure Angle
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Split Hub — 1/8", 3/16", 1/4" Bores ■■■■■ Hubless 3/8" Bore

For Gear Hubs See Pages 12-65 & 12-66
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SPUR GEAR-64 PITCH — 1/8" Face Width ■■■■■ 20o Pressure Angle

Pin Hub — 1/8", 3/16", 1/4" Bores
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SPUR GEAR-64 PITCH — 3/16" Face Width ■■■■■ 20o Pressure Angle
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Pin Hub — 3/16", 1/4" Bores

G17-30
G17-32
G17-34 G18-34
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SPUR GEAR-64 PITCH — 1/8" Face Width ■■■■■ 20o Pressure Angle

Split Hub — 1/8", 3/16", 1/4" Bores ■■■■■ Hubless 3/8" Bore

H49-22

H49-25
H49-26

For Gear Hubs See Pages 12-65 & 12-66

H49-23
H49-24
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SPUR GEAR-72 PITCH — 1/8" Face Width ■■■■■ 20o Pressure Angle
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Pin Hub — 1/8", 3/16" Bores
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SPUR GEAR-72 PITCH — 3/16" Face Width ■■■■■ 20o Pressure Angle

Pin Hub — 3/16", 1/4" Bores
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SPUR GEAR-72 PITCH — 1/8" Face Width ■■■■■ 20o Pressure Angle
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Split Hub — 3/16", 1/4" Bores ■■■■■ Hubless 3/8" Bore

For Gear Hubs See Pages 12-65 & 12-66



DESIGN

®

Phone: 800-243-6125 ■ FAX: 203-758-8271
E-Mail: info@pic-design.com 12-19

SPUR GEAR-80 PITCH — 1/8" Face Width ■■■■■ 20o Pressure Angle

Pin Hub — 1/8", 3/16" Bores ■■■■■ Hubless 3/8" Bore

For Gear Hubs See Pages 12-65 & 12-66
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SPUR GEAR-96 PITCH — 1/16", 3/32", 1/8" Face Width ■■■■■ 20o Pressure Angle
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Pin Hub — 1/8" Bore
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SPUR GEAR-96 PITCH — 1/8" Face Width ■■■■■ 20o Pressure Angle

Split Hub — 1/8" Bore

SPUR GEAR-96 PITCH — 1/16" , 1/8" Face Width ■■■■■ 20o Pressure Angle

Hubless — 3/8" Bore

For Gear Hubs See Pages 12-65 & 12-66
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SPUR GEAR-120 PITCH — 1/16", 3/32", 1/8" Face Width ■■■■■ 20o Pressure Angle
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Pin Hub — 1/8" Bore ■■■■■ Hubless 3/8" Bore

For Gear Hubs See Pages 12-65 & 12-66


