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SPEED REDUCER & GEAR HEADS

PRECISION SPEED REDUCER
Inch and Metric Input and Output Shafts ■ 15/16" Dia. ■ Size 10

Ball Bearings Throughout Unit.
Max. Rated Output Torque: 40 Oz. in.
Backlash through entire gear train less than 30'
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PRECISION SPEED REDUCER
Inch and Metric Input and Output Shafts ■ 11/16" Dia. ■ Size 11
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PRECISION SPEED REDUCER
Inch and Metric Input and Output Shafts ■ 1 3/4" Dia. ■ Size 18
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PRECISION GEAR HEADS
1 1/16" Dia. ■ Size 11

PRECISION GEAR HEADS
1 3/4" Dia. ■ Size 18
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PRECISION SERVO GEAR BOXES
11/4" Shaft ■ Ratios From 2:1 To 625:1 ■ ABEC-7 Ball Bearings
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WORM & WHEEL ASSEMBLIES — 48 & 64 PITCH
1/4" Shafts ■ ABEC-7 Ball Bearings
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METRIC SERVO GEAR BOXES
All Dimensions In Millimeters Shaft Diameter 6mm ■ Ratio 2:1 To 625:1

INTERMITTENT MOTION ASSEMBLY
48 Pitch Gears ■ 1/4" Shaft
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HELICAL GEAR ASSEMBLIES — 48 PITCH
1/4" Shaft Diameter ■ ABEC-7 Ball Bearings
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MITER GEAR BOXES — 48 PITCH
1:1 Ratio ■ ABEC-7 Ball Bearings

BEVEL GEAR BOXES — 48 PITCH
1/4" Shaft Diameter ■ 1:1 To 1:3 Ratios ■ ABEC-7 Ball Bearings


